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Product data sheet
Characteristics

EPH3400121
Asfora - TV-SAT ending outlet - 1dB white

Main
Range of product Asfora
Product or component type TV-SAT ending outlet
Device presentation Complete product
TV socket type End-of-line (terminal socket)
Wiring device additional information For series distribution systems

For parallel distribution systems
Colour tint White
Type of packing Flow-pack

Complementary
Device mounting Flush
TV connector Male IEC 9.52 mm
SAT connector F type
Attenuation 1 dB
DC current flow In SAT socket
Number per line 1
Connections - terminals Screwless terminals
Material ABS (acrylonitrile butadiene-styrene) : central plate

ABS (acrylonitrile butadiene-styrene) : cover frame
Surface finish Glossy
Conductor material Copper
Fixing mode Claws 51...80 mm
Height 83 mm
Width 83 mm
Depth 42 mm
Projecting depth 13 mm
Product weight 0.117 kg
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Environment
Quality labels CE
IP degree of protection IP20

Offer Sustainability
Sustainable offer status Green Premium product
RoHS (date code: YYWW) Compliant  - since  1430  -  Schneider Electric declaration of conformity

Schneider Electric declaration of conformity

REACh Reference not containing SVHC above the threshold
Reference not containing SVHC above the threshold

Product environmental profile Available
Product end of life instructions Need no specific recycling operations

Contractual warranty
Warranty period 18 months

Not classified OPS characteristics
Market segment Residential

Small commercial

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=268060385&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=check&pid=268060385&lang=en-us

